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Carlos, Departamento de Materiais -DeMa, São Carlos-São Paulo, Brasil.
Correspondence email: cesar.blanco@uptc.edu.co∗, nicolas.rojas@estudante.ufscar.br∗∗






Context: The lack of dissolved oxygen (DO) in water bodies has become a serious problem for several
ecosystems due to drastic changes in their climatic, biological, and physical conditions. The presence
of microorganisms, organic matter, and clays, which are carried by landslides and rainwater, affect the
process of restoration and transfer of DO in water, thus making it necessary to study how these factors
affect the process of DO transfer in water bodies.
Method: This work is focused on studying the influence of clays during the DO transfer process in
water bodies. To this effect, samples of clays from the region of Paipa, Boyacá, were added in 1, 3 and
5 % by weight into the samples of clean water. The aeration process was performed using a constant flow
diffusion system. The tests were carried out until the saturation of dissolved oxygen in each of the water
samples was obtained.
Results: The results show that the presence of clays during the transfer of DO have little influence on
bodies of water. However, variations were observed in time intervals of <5 min in which the increase in
the percentage of clays favored the transfer of DO.
Conclusions: With these results, it is concluded that the presence of clays can generate a beneficial
effect during the transfer of DO in bodies of water with a high oxygen deficiency, whereas, for water
samples with a relatively high percentage of DO, clays can hinder the DO restoration process.
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Contexto: La carencia de oxı́geno disuelto (OD) en cuerpos de agua se ha convertido en un problema
ambiental para varios ecosistemas debido a cambios drásticos en sus condiciones climáticas, bilógicas y
fı́sicas. La presencia de microorganismos, materia orgánica y arcillas, transportados por deslizamientos
y aguas lluvias, afectan los procesos de restauración y transferencia de OD en el agua, lo que hace
necesario estudiar cómo dichos factores afectan el proceso de transferencia de OD.
Método: Este trabajo se centra en estudiar la influencia de las arcillas durante el proceso de transferencia
de OD en cuerpos de agua. Para esto, se utilizaron muestras de arcillas de la región de Paipa-Boyacá,
adicionadas en 1, 3 y 5 % en peso a muestras de agua limpia. El proceso de aireación se llevó a cabo
utilizando un sistema de difusión de flujo constante. Los ensayos se realizaron hasta obtener la saturación
de oxı́geno disuelto en cada una de las muestras de agua trabajadas.
Resultados: Los resultados muestran que la presencia de arcillas durante la transferencia de OD tienen
poca influencia en los cuerpos de agua. Sin embargo, se observaron variaciones en intervalos de tiempo
<5 min en los que el incremento del porcentaje de arcillas favorecı́a la transferencia de OD.
Conclusiones: Con estos resultados se concluye que la presencia de arcillas puede generar un efecto
benéfico durante la transferencia de OD en cuerpos de agua con una alta carencia de oxı́geno, mientras
que, para muestras de agua con un porcentaje relativamente alto de OD, las arcillas perjudican el proceso
de restauración de OD.
Palabras clave: Oxı́geno disuelto (OD), sistemas de aireación difusa, arcillas, agua anóxica.
Idioma: Inglés
1. Introduction
The lack of dissolved oxygen (DO) in bodies of water (WBs) has badly affected various ecosys-
tems [1]. This lack depends on the following aspects: the quality of water and physical, biological,
and climatic factors, which may hinder the content of DO in water, thus affecting the life present in
WBs [2]–[4]. To overcome this problem, several methods have been introduced for the aeration and
restoration of DO in WBs, enabling the mineralization and elimination of most contaminants from
water [5]–[7]. A prominent example of this is the management of aeration processes by mechanical
and diffusion methods, which have allowed the transfer and regulation of DO in anoxic water.
Mechanical aeration systems have a low energy consumption compared to conventional diffusion
systems [2]. However, the application of diffusion systems in aeration processes is widely accepted
due to their efficiency in large BW [8]. On the other hand, the aeration processes and the treatment
of BW are related to other factors such as microorganisms, organic matter, and sludge due to lands-
lides, which transport the clays through the rainwater and that can affect the transfer processes of
DO in WBs [9]. The DO in water bodies can vary due to different reasons, which may be natural or
anthropogenic. The latter is related to polluting processes and the alteration of ecosystems with raw
wastewater discharges. Wastewater, when discharged into water bodies, can decrease the concen-
tration of dissolved oxygen (DO) [10], [11]. Under natural conditions, the effect of rain can cause
landslides, which transport sediments and clays that can affect DO transfer processes [9]. This, in
turn, is influenced by other factors such as: temperature [12], high levels of organic matter [13],
depth, river turbidity, and runoff caused by rainfall [14]–[16]. These agents affect the transfer of
oxygen in the water, thus increasing energy consumption during water treatment processes. This is
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why the elimination of some of these agents prior to performing an aeration process is preferred [8].
In several cases, the presence of clays in WBs favors the retention and elimination of elements.
This is the case of adsorption heavy metals, present in WBs, due to their positive charge, thus
allowing a lower energy consumption in downstream purification processes [17]. Moreover, the
presence of clays can also contribute to the removal of microorganisms while increasing the oxygen
content in WBs [18]. However, the aforementioned studies have not shown the influence that clays
can have during DO transfer processes in clean BWs with an oxygen deficit. The objective of this
work is to study the influence of clays present in the Paipa-Boyacá region in Colombia on the
transfer of DO in samples of oxygen-deficient waters (anoxic waters) produced on a laboratory
scale.
2. Materials and experimental details
Measurements were made on 12 L samples of clean water with 5 repetitions per sample, for a
total of 20 trials. In prior tests, the samples were treated by distillation to ensure the elimination of
biological and particulate material. The initial dissolved oxygen was measured by using a Hach-
flexi HQ30d US Pat (6912050) oximeter at a height of 2800 m.a.s.l and a pressure of 740 hPa. The
oximeters were placed inside the assembly, as shown in Fig. 1. The DO data obtained in water sam-
ples as an initial parameter was 7,32 g· L−1. This parameter allowed establishing the total dissolved
oxygen in the water samples using Eq. (1). All tests were carried out at a constant temperature of 17
°C, giving greater importance of the study to the influence of the presence of clays on the transfer
of DO in water.
The elimination of DO in the water was done by adding sodium sulfite (Na2SO3), as presented in
Eq. (2), and a catalyst cobalt chloride was used [6]:
WO2 = O2i · V [g] WO2 = O2i · V [g] (1)
Figure 1. Experimental set-up for performance evaluation of the diffusion system used in this study
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Na2 SO3 = WNa2 SO3 ·O2/0,5 ·WO2 [g] (2)
where Na2 SO3 is the molecular weight of sodium sulfite required in [g] to remove all the dissol-
ved oxygen present in water samples, O2 is the molecular weight of oxygen [g], WNa2 SO3 is the
molecular weight of sulfite in one mole of Na2 SO3, WO2 is the total dissolved oxygen content in
each of the water samples in g, O2i is the DO content [g· L−1], and V is the water volume [L]. This
study used an additional 0,5 % sodium sulfite during the process to ensure the total elimination of
the DO present in each of the water samples.
The use of the sulfite technique for the elimination of DO in this study allows a stable control
system for each of the treated samples. The application of sulfite favors the elimination of the DO
present in water by through te formation of sulfate ions, which is described by Eq (3). To accelerate
the kinetics of the reaction, CoCl2 was used, thus ensuring that this reagent does not influence DO
transfer [6].
2Na2 SO3 +O2 → 4Na+ + 2O−23 (3)
The anoxic water samples were prepared with bentonite clays obtained from the study area. The
study was carried out by adding 0, 1, 3 and 5 % of the additional weight of bentonite in the anoxic
water samples, making 3 replicates for each type of sample. The samples were stirred for 20 minu-
tes to ensure the homogeneity of the clays in the solution, as well as the removal of clusters from
the clay during deposition into the water samples. 5 replicates were made for each type of sample,
for a total of 20 samples in this study.
The clay samples were obtained in the municipality of Paipa, Boyacá, Colombia. The material
was sieved at 74 microns (200 meshes) and dried in an electric oven at 105 ◦C for 6 hours. To cha-
racterize the clay samples, they were homogenized and analyzed using the X-ray diffraction (XRD)
technique with a Phillips PW1700 X-ray diffractometer, equipped with a 26◦ graphite monochro-
mator, a Co source at wavelength λ = 1,75 Å, a PW1825 generator, and a Pixel variable angle
detector with the Bragg-Brentano configuration [19]. The diffraction pattern is showed in Fig. 2, as
well as the result of the clay composition analysis obtained through XRD. The characterization of
the sample was performed using the HighScore-Plus software, supplied by PANanalytical X’pert
Pro. The samples have a main composition of montmorillonite and illite (∼79 % of the total com-
position), which may be closely related and can contain other compounds in a lesser proportion,
such as quartz and other silicate-type minerals [20], [21]. This study found that the clay samples
used are composed of quartz, albite, and faujasite occurrents from the zone [22]. The XRD pattern
shows a characteristic diffraction peak for quartz at an angle of 31◦. The diffraction peaks generated
for montmorillonite and illite are consistent with those reported by [23] using a source of CuKα1
L3 (λ = 1,540598 Å). The transfer of the diffraction peaks is due to the type of source used.
The DO transfer process was carried out through a diffuse vertical bed aeration system, using a
16 W air pump with a 2,5 L· min−1 air transfer and a bubble membrane. The management of this
type of aeration systems allows a better control of the variables that occur during the WB restoration
and DO transfer processes. Restricting operations to a system with vertical aeration, such as the one
presented in Fig. 1, gives greater control over the DO transfer process, which allows to eliminate
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Figure 2. XRD patterns of clays from the area of Paipa, Boyacá, Colombia, and used in this study
variations in the data due to the horizontal currents or flows within each system [24]. The tests were
performed until a constant DO content was obtained. The data obtained in the DO transfer process
for each of the measurements allowed determining the energy consumption and the efficiency of
the aeration process using the calculations reported by [8].
3. Results
The results obtained in this research are presented in the form of graphs for an optimal relation
of the data obtained from each one of the analyzed samples. These graphs allowed us to observe
the characteristics and behavior of the samples during the DO transfer process in each of the tests
performed. The data obtained in this study were averaged, presenting a hatch of standard variation
of ∼0,5 % on the contribution of DO in the water samples for all the studied cases.
The behavior of the DO transferred in each of the water samples worked as a function of time,
as shown in Fig. 3. This process can be presented in the form of the percentage of DO shrinkage
( %) until it reaches the saturation point (Fig. 3a), or in the form the percentage of DO transfer ( %)
supplied in each of the time intervals (Fig. 3b).
4. Analysis
The behavior of the DO in the 4 studied types of water samples during the aeration process is
shown in Fig. 3. Fig. 3a shows the DO concentration as a function of time up to a stable DO value.
The contribution of DO transfer within time intervals is shown in Fig. 3b. Other factors that have
an influence during DO transfer in water, such as temperature, were not considered.
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Figure 3. Behavior of the DO transferred in each of the water samples as a function of time (a) DO contraction
percentage ( %) and b) percentage of DO transferred per time unit)
A stagnation zone of DO content occurs during the first 5 minutes of the aeration process. This
behavior is reported by all the analyzed samples. The generated transfer stagnation is due to the
application of an excess of sodium sulfite, which has been mentioned previously, thus guaranteeing
the total removal of the oxygen present in the initial sample [25]. No variation is observed in the
samples within this range, which rules out the influence of clays.
Similarly, a behavior in the DO transfer is presented in Fig. 3a for the 4 samples. Slight variations
in samples were observed between the 5-10 and the 18-24-minute intervals. These areas are best
visualized in Fig. 3b, where abnormal behavior can be observed. A greater contribution to the DO
transfer rate was observed due to the increase in the content of clays in the water samples, thus
obtaining a maximum peak of 17,5 % of the total DO transferred for the sample with an addition of
5 % of the clays present in the region of Paipa, Boyacá. This transfer peak decreased as the content
of clays in the water was reduced, obtaining values of 17, 15,2, and 12,1 % of DO, respectively, for
the samples with 3, 1, and 0 % (free of clays). The possible affinity between oxygen and particles
can improve the transfer rate of DO in water [26].
The behavior of the process of transfer and saturation of DO in water samples in this study could
be compared with the studies realized by [5]. This behavior is of the Arrhenius type, in which the
oxygen content in the sample will gradually approach without reaching the maximum theoretical
value. This behavior is also seen in the DO content with respect to the variation of the temperatu-
re, evincing an inverse behavior to that of the DO transfer. [27] reported the reduction of the DO
transfer rate from the 10th minute of measurement and a saturation point from the 28th, obtaining
a maximum saturation value of 95 ± 1,2 % for each of the 4 studied samples. The decrease in the
contribution rate of DO in the water samples from values close to the saturation point has also been
reported by [28] and [29], who reported that the presence of high DO values, i.e., with a distance
less than the maximum point of saturation or stagnation, which requires a greater amount of input
time and of oxygenation in the water to reach this saturation point.
The data presented in Fig. 3b shows that the addition of and increase in the percentage of clays
in the water samples does not exert a significant influence on the maximum saturation point and
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the DO transfer time. However, a slight decrease in DO concentration was observed between 16-20
minutes of measurement due to the addition and increase of clays in the water samples. This beha-
vior was observed after reaching a DO concentration. The measurements were made in controlled
environments. Therefore, they are not fully reproducible on a real scale in natural water bodies.
There is a hatch of variables, such as temperature, dissolved metals, microorganisms, and so on,
which also affect the DO transfer process in the water. However, the obtained results are presented
as an initial stage prior to the study of the effect of these clays in environments outside laboratory
conditions, as well as the study of other factors that affect water quality and DO content in water.
These variables are expected to be analyzed in future research.n of 80 ± 5 % (Fig. 3a). Increasing
the suspended clay particles can reduce the total transfer area, thus generating a decrease in the
contribution of DO at this stage of the process, i.e., generating a surface contamination that allows
the contribution of DO to the WB [30].
The value of the coefficient at room temperature of the oxygen transfer (K La·h−1) shows an ave-
rage value of 12,45± 3,28 a.u. With this value, it is possible to obtain an average value of N of 0,86
± 0,12 kg O2· kW−1· h−1 for each of the samples in this study. This value remains within the range
of efficiency in the aeration processes by diffusion mechanisms (from 0,3 to 1,2 kg O2· kW−1) [8],
showing that the system behaves in conditions similar to those found at the industrial level. The va-
lues of the standard oxygen transfer rate (SOTR) and standard oxygen transfer efficiency (SOTE)
are 12,31 kg O2· h−1 with an efficiency of 38,48 %. Therefore, the energy consumption of each of
the samples remained within the range established by the literature [8], [31], [32]. These values can
vary with pressure generated by the flow of the gas that transports oxygen, as well as the height of
the water column (depth) [33]. This opens a study hatch to analyze the effect of these parameters
in future work.
From a general point of view, the study shows the following:
1. the presence of clays in anoxic water bodies favors the required DO transfer;
2. the presence of clays in water bodies with a lower DO content, but close to its saturation
point in the water, shows a harmful behavior in reducing the DO transfer capacity in water;
and
3. the variation and increase of clays in cases 1) and 2) affects the processes of DO transfer.
This is favorable for water bodies lacking DO (anoxic), while a low or null content of clays in
bodies of water with a relatively high DO content but it produces a lower than the saturation point
of the DO in water. Our results are consistent with previously reported work [34], which presented
the low influence of clays during the transfer of DO in bodies of water. The presence of clays exerts
a degree of influence on the DO transfer process in a superficial way.
These measurements were made on a laboratory scale, so they should be taken as an initial phase
that must be tested with other variables that affect DO concentration, considering the characteristics
of the natural water bodies to be studied. Factors such as temperature were not considered in this
study; we focused only on the effect of the clay studied during the transfer of DO in anoxic water
samples under controlled conditions.
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5. Conclusions
In this study, we have shown the possible influence of the clays on WBs during DO transfer pro-
cesses in a controlled environment. The data obtained in this study allowed us to establish that the
presence of clays in WBs with a lack of DO (anoxic waters) does not have a direct influence on the
DO saturation point during the oxygen transfer process through the use of diffuse aeration, i.e., the
presence and increase of the concentration of clays present in Paipa, Boyacá, Colombia. However,
the data allowed us to establish that the presence of clays in the water can favor the transfer of oxy-
gen in the first periods of time. Therefore, this is an energy advantage for WBs with a high lack of
DO and a relatively high percentage of clays. The behavior decreases as the DO content in the sys-
tem increases, with a low clay content within this type of WB, which promises to be a better option.
The measurements were made in controlled environments. Therefore, they are not fully repro-
ducible on a real scale in natural water bodies. There is a hatch of variables, such as temperature,
dissolved metals, microorganisms, and so on, which also affect the DO transfer process in the wa-
ter. However, the obtained results are presented as an initial stage prior to the study of the effect of
these clays in environments outside laboratory conditions, as well as the study of other factors that
affect water quality and DO content in water. These variables are expected to be analyzed in future
research.
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Study of the Influence of Clays on the Transfer of Dissolved Oxygen in Water
[29] A. Tekile, I. Kim, and J.-Y. Lee, “Extent and persistence of dissolved oxygen enhancement using nanobubbles,”
Environ. Eng. Res., vol. 21, no. 4, pp. 427–435, Sep. 2016. https://doi.org/10.4491/eer.2016.028 ↑
10
[30] J. Huang and T. Saito, “Influences of gas–liquid interface contamination on bubble motions, bubble wakes,
and instantaneous mass transfer,” Chem. Eng. Sci., vol. 157, pp. 182–199, Jan. 2017. https://doi.org/10.
1016/j.ces.2016.05.013 ↑11
[31] M. K. Stenstrom, S.-Y. (Ben) Leu, and P. Jiang, “Theory to Practice: Oxygen Transfer and the
New ASCE Standard,” Water Environ. Found., pp. 4838–4852, 2006. https://doi.org/10.2175/
193864706783762931 ↑11
[32] S. Bun, N. Chawaloesphonsiya, F. Nakajima, T. Tobino, and P. Painmanakul, “Comparative study of local gas-
liquid hydrodynamics and mass transfer between conventional and modified airlift reactors,” J. Environ. Chem.
Eng., vol. 7, no. 4, p. 103206, Aug. 2019. https://doi.org/10.1016/j.jece.2019.103206 ↑11
[33] J. Lee, “Baseline Mass-Transfer Coefficient and Interpretation of Nonsteady State Submerged Bubble-Oxygen
Transfer Data,” J. Environ. Eng., vol. 146, no. 1, p. 04019102, Jan. 2020. https://doi.org/10.1061/
(ASCE)EE.1943-7870.0001624 ↑11
[34] D. O. Pino-Herrera, Y. Fayolle, Sylvain Pageot, D. Huguenot, G. Esposito, E.D. Hullebusch, and Y. Pechaud,
“Gas-liquid oxygen transfer in aerated and agitated slurry systems with high solid volume fractions,” Chem. Eng.
J., vol. 350, pp. 1073–1083, Oct. 2018. https://doi.org/10.1016/j.cej.2018.05.193 ↑11
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